
Bottle Oven Type 4

Calcining
Kiln

A calcining kiln was not used for firing

pottery but for burning or 'roasting'

flints or animal bones to make them

relatively soft and friable before they

were crushed and ground for use in

the pottery body recipe. The kiln

fired the materials to very high

temperature (above 10000C) to

make them easily crushed to a

fine powder.

Calcining kilns for flint or bone
were similar inconstruction. The
kiln could consist of one or two
firing chambers. If the kiln had
two chambers, side by side, a
single chimney served both.

Flint is a major constituent of pottery bodies such as
earthenware, sanitary earthenware, and wall tiles. It
increases firing temperature and craze resistance but
reduces plasticity and shrinkage.

Bone is a component of a particular type of pottery
which is knownas BoneChina.Calcinedanimal bone,
usually cattle bones are used.

Bottle
Oven
Types

More examples of
this type...

Etruscan Bone Mill
Furlong Mills
Calcining Works
Johnsons Brothers

Find Out More About...
Dolby Flint Mill
Fountain Works
Uttoxeter Road
Cliffe Vale Works

https://potteries.org.uk/sites/default/files/00-PotBOD.pdf
https://potteries.org.uk/sites/default/files/00-Types.pdf
https://potteries.org.uk/sites/default/files/00-Types.pdf
https://potteries.org.uk/sites/default/files/14-Etruscan.pdf
https://potteries.org.uk/sites/default/files/03-FurlongMills.pdf
https://potteries.org.uk/sites/default/files/06-CalciningWorks.pdf
https://potteries.org.uk/sites/default/files/12-Johnsons.pdf
https://potteries.org.uk/sites/default/files/17-Dolby.pdf
https://potteries.org.uk/sites/default/files/19-Fountain.pdf
https://potteries.org.uk/sites/default/files/26-UttoxeterRd.pdf
https://potteries.org.uk/sites/default/files/15-CliffeVale.pdf

